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ABSTRACT: Cen仕組1gemodel tests we陀 perlonnedin this study in order to investigate how 
three-dimensionaJ. sli必ngfailures take place in high earthfills with long slopes， The spherical 
sliding pl四 eswere皿.eseauredby using nood1邑-type refe:r<芭B田 stringsembedded iJlJ. the model， 
and the length， the width and the depth of the slid包gbodies were compar吋 byv紅白gthe 
w:idth of va1ey :in wruch earthfills arεcOJlJ.stmcted， By UlSing the measured slidling body， the 
difference between the three-and i:wo-dimensional factors of safety was examined by using 
the conventional slice method， 























項 目 '性 官E
有効半径 1360 rn皿
最大遠心加速度 200 G C75kg搭載時)
最大搭載質量 200 kg C75G加速時)
全dヨτ~ 量 15 G-ton 






















































谷の下幅Bを B=0， 5.5， 11. Ocmに変えて行った
3ケースの実験結果を報告する。
谷勾配α=450
基礎地盤勾配 i=18.40 (1: 3.0) 
盛土斜面勾配β=3. 70 (1: 1. 5) 
遠心加速度n宮 40(x G) 






































































θx 2L1 x 
θ2 24+22-23-21 
tan αγ=一一一=一一一一一一一ー
θy 2 L1Y 
③すべり面の法線の方向余弦(1， m， n) 
tan αx tan αy 1 
1 =ーーでー m=τァー n=τ1J 
ただし、Ai=Jτ+tan2α x + tan2αy 












F E r i S l tmゆ2:riWi/Ai
























B (c皿) F3 F2 F 3/F 2 
。2.72 1. 21 2. 25 
5.5 2. 24 1. 17 1. 91 
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